
www.tucai.comTUCAI flexible connecting hoses for water efficient solutions

Boilers and air conditionning
Calentadores y aire acondicionado

Polymer connector //Conexión con trenzado polimérico

TAQ SUPER ACB (DN13)

A Nickel-plated brass / 
Latón niquelado

B EPDM 

C Stainless steel AISI304 / 
Acero inoxidable AISI304

D Polymer grey/black / 
Polímero gris/negro

E EPDM

Dn: 13

A D E C

B A

La conexión resistente 
a la corrosión más 
avanzado del sector se 
ha diseñado para ofrecer 
una vida útil más larga 
en las condiciones más 
exigentes.

Se trata de una solución 
eficaz para los calentadores 
de agua con una presión 
de 10 bar y temperaturas 
de entre - 20 °C y 90 °C. 
La garantía de 10 años del 
trenzado de polímero supone 
una ventaja competitiva 
significativa.

The industry’s most advanced corrosion-
resistant water connector- is engineered 
for a longer lifespan under the harshest 
conditions.

Fittings

Water range //Gama de agua

It is an effective solution for water 
heaters to withstand a working 
pressure of 10 bar and temperatures 
ranging from – 20 °C to 90 °C. 

The 10 year-guarantee of the 
polymer braid grants a significant 
competitive advantage.

Applications
//Aplicaciones

Characteristics and technical specifications
//Características y especificaciones técnicas //Racores

Materiales //Materiales

Radio de curvatura mínimo

Presión de trabajo

Temperatura de trabajo

Minimum bending radius: 45 mm

Working pressure: 10 bar 

Working temperature: 90 °C

Diámetro exterior

Diámetro interior

Diámetro interior del racor

Caudal

Outer diameter: 19 mm

Inner diameter: 13 mm

Fitting inner diameter: 10 mm

Flow rate: 70 l/min @ 3 bar

H2O potable: Sí
H2O potable: Yes

Nut G //Tuerca G

Male G //Macho G

Elbow //Codo

1/2” 3/4”

1/2” 3/4”

1/2” 3/4”

Information subject to change without notice.
//Información sujeta a cambios sin previo aviso
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Leer recomendaciones 
antes de su uso y/o 

instalación

Read recommendations 
before its use or 

installation


